KALLGLOBE TN-5HK

Terminals

Speech Out

Speech In

Common

Lock

Call

LL Aux Button (\Volt Free)

<O WN P

IMPORTANT NOTE :

1) Before replacing the handset make note of the wires to each terminal on the existing unit (an easy way
is to cut each core off leaving a piece of the insulation in place with colour visible) twist unused cores
together (so you know they are not used, do not short them out).

2) Some older systems will have cable with one coloured core and a solid white core in this case mark
each core with a marker or tape.

3) Some systems may have loop on wiring, you will have 2 cables into your handset (make sure any joins
remain, as these may be serving other flats on the system).
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WIRING DIAGRAM

Kallglobe 5 Wire Audio 3 Way System with Trade

NOTE

UPTO 10 EXTENSION TELEPHONE
HANDSETS OR A COMBINATION
OF HANDSETS & EXTENSION
SOUNDERS MAY BE FITTED TO
BE CALLED FROM THE SAME
RINGING BUTTON
WHEN PUSHED THE "KEY” BUTTON
OPERATES THE FAIL SECURE
LOCK RELEASE.

TERMINALS “L” & “L” ARE VOLT
FREE (N/0> AND OPERATE WHEN
THE “STAR® BUTTON IS PUSHED.

TO RELEASE THE PHONE COVER
REMOVE THE HANDSET FROM THE
CRADLE PUSH IN THE TwO WHITE
CLIPS AND REMOVE THE COVER.

TO INSERT NAME TAGS:

FOR SINGLE BUTTONS PRESS IN
THE CORNER OF THE NAME PLATE
NEXT TO THE BUTTON AND SLIDE
SIDEWAYS.

FOR DOUBLE BUTTONS UNCLIP THE
CLEAR LENS COVER FROM THE
BUTTON.

FOR SECURITY REASONS THE LOCK
RELEASE CABLE SHOULD NOT BE
RUN DIRECTLY INTO THE DOOR
PANEL.
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WIRING DIAGRAM
Kallglobe 5 Wire Audio with 2 Entrance Panels
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DDOR + ADJUSTS THE SPEECH LEVEL DOUT TO THE STREET
PHONE ADJUSTS THE SPEECH LEVEL INTO THE FLAT
BUZZER : ADJUSTS THE PHONE BUZZER LEVEL

ADJUST THE “DOOR” 8 “PHONE” CONTROLS TO ELIMINATE FEEDBACK

UPTO S EXTENSION TELEPHONE HANDSETS OR A COMBINATION OF HANDSETS 8 EXTENSION
SDUNDERS MAY BE FITTED TO BE CALLED FROM THE SAME RINGING BUTTON

WHEN PUSHED THE “KEY* BUTTON OPERATES THE FAIL SECURE LOCK RELEASE

TERMINALS “L” & “L” ARE VOLT FREE (N/0) OPERATING WHEN “STAR” BUTTON IS PUSHED.

TO RELEASE THE PHONE COVER LIFT THE HANDSET & PUSH IN THE TwO WHITE CLIPS.
TO INSERT NAME TAGS:

SINGLE BUTTONS PRESS IN THE CORNER OF THE NAME PLATE BY BUTTON & SLIDE
DOUBLE BUTTONS UNCLIP THE CLEAR LENS COVER FROM THE BUTTON.

FOR SECURITY THE LOCK RELEASE CABLE SHOULD NOT BE RUN INTO THE DOOR PANEL.



